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Vort Leto Range
CENTRALISED CONTINUOUS VENTILATION UNITS

Dimensions
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TECHNICAL SPECIFICATIONS

• 2 models: VORT LETO MEV, VORT LETO MEV RF equipped with RF remote controller.
• Electrically controlled EC brushless motors offer optimal performance and extremely low 

energy consumption.
• Ball bearing motor.
• 2 speeds.
• Very high efficiency: specific fan power down to 0.2 [W/l/s].
• Inlets: 4x125 mm diameter.
• Outlet: 1x125 mm diameter.
• Supplied with 2 blanks.
• Precise speed setting with potentiometers in order to achieve maximum energy saving.
• Easy vertical or horizontal wall or ceiling installation.
• Protection rating: IPX4.
• Insulation class: II.

 

Vort Leto Central Extract Fan

CODE VORT LETO CENTRAILISED CONTINUOUS VENTILATION UNITS BOX
     QTY

11955 Vort Leto Mechanical Extract Fan (non radio frequency control) 1

11953 Vort Leto Mechanical Extract Fan RF (with radio frequency control) 1

Vort Leto Central Extract Fan Accessories

CODE ACCESSORIES FOR VORT LETO CENTRAILISED CONTINUOUS BOX
 VENTILATION UNITS  QTY

22328 Vort Leto RF Remote Control  1

Vort Leto Range
Central Extractor Fan System designed for continuous operation in domestic or commercial environments. Extraction up 
to 500 m3/h.

• Vort Leto RF remote controller: powered by long lasting solar cells, 
allows speed selection and timer activation. Timer.




