
ATC Nexum RF
Connected 
Thermostat 

Key Features Include:
• Thermostat Function to control 

indoor temperature
• Compatible with most electrical 

underfloor heating brands and floor 
sensors

• Compatible with immersion heaters, 
outdoor heating and panel heaters

• Flexible programming –
30 or 60 minute intervals

• Pin code key lock



1
Saving Energy
Reducing the 

Carbon Footprint

The Nexum is an RF connected digital thermostat which offers full 
controllability of any electric heating product, from underfloor heating 
to water heaters to panel heaters. Perfect for both commercial and 
domestic applications. 

Technical Details 
Model  ATC Nexum RF connected thermostat 

Product Code RF-STAT 

Colour White

Electrical Specifications
Voltage (Volts) 220-240 Vac

Frequency  (Hertz) 50-60

Switching Capacity (Amps) 16 (Resistive) 1 (Inductive)
Power (Watts) 3600 Max

Control  Touch sensitive buttons 

Insulation Class  CL.II

Communication Yes,  RF Gateway required 

Program Specifications
Program Type up to 48 On off per day (30 min Blocks)

Program Days  5 & 2, 6 & 1, 7, Off

Control Type  Room, Room and Floor, Floor only

Timer mode  Yes - No Temperature Control on / off only

Open Window Control  Yes

Adaptive start Yes 

Boost Yes

Manual Mode Yes

Holiday mode Yes

Runback / Landlord mode Yes

°C or °F  Yes

Controls lock Yes , with or without pin code

Works With Amazon Alexa  Yes (When connected to RF Gateway)

Works With Google assistant Yes (When connected to RF Gateway)

Works with other floor probes (NTC@25°C)  Yes, 6.8kΩ, 10kΩ, 12kΩ, 15kΩ, 33kΩ, 47kΩ

Comes Complete with floor probe  Yes

Mounting and Installation
Installation  Wall mounted, 35mm recessed or Surface box required

Dimensions ( HxWx D) mm 86 x 86 x 16 

IP Rating 20  


